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Environmental Protection Agency § 60.1020 

(c) Each owner or operator seeking to 
comply with § 60.752(b)(2)(i)(A) shall 
convey the landfill gas to a control sys-
tem in compliance with § 60.752(b)(2)(iii) 
through the collection header pipe(s). 
The gas mover equipment shall be sized 
to handle the maximum gas generation 
flow rate expected over the intended 
use period of the gas moving equipment 
using the following procedures: 

(1) For existing collection systems, 
the flow data shall be used to project 
the maximum flow rate. If no flow data 
exists, the procedures in paragraph 
(c)(2) of this section shall be used. 

(2) For new collection systems, the 
maximum flow rate shall be in accord-
ance with § 60.755(a)(1). 

[61 FR 9919, Mar. 12, 1996, as amended at 63 
FR 32753, June 16, 1998; 64 FR 9262, Feb. 24, 
1999; 65 FR 18909, Apr. 10, 2000] 

Subpart AAAA—Standards of Per-
formance for Small Municipal 
Waste Combustion Units for 
Which Construction is Com-
menced After August 30, 1999 
or for Which Modification or 
Reconstruction is Com-
menced After June 6, 2001 

SOURCE: 65 FR 76355, Dec. 6, 2000, unless 
otherwise noted. 

INTRODUCTION 

§ 60.1000 What does this subpart do? 

This subpart establishes new source 
performance standards for new small 
municipal waste combustion units. 

§ 60.1005 When does this subpart be-
come effective? 

This subpart takes effect June 6, 2001. 
Some of the requirements in this sub-
part apply to municipal waste combus-
tion unit planning and must be com-
pleted before construction is com-
menced on the municipal waste com-
bustion unit. In particular, the 
preconstruction requirements in 
§§ 60.1050 through 60.1150 must be com-
pleted prior to commencing construc-
tion. Other requirements (such as the 
emission limits) apply when the munic-
ipal waste combustion unit begins op-
eration. 

APPLICABILITY 

§ 60.1010 Does this subpart apply to 
my municipal waste combustion 
unit? 

Yes, if your municipal waste combus-
tion unit meets two criteria: 

(a) Your municipal waste combustion 
unit is a new municipal waste combus-
tion unit. 

(b) Your municipal waste combustion 
unit has the capacity to combust at 
least 35 tons per day but no more than 
250 tons per day of municipal solid 
waste or refuse-derived fuel. 

§ 60.1015 What is a new municipal 
waste combustion unit? 

(a) A new municipal waste combus-
tion unit is a municipal waste combus-
tion unit that meets either of two cri-
teria: 

(1) Commenced construction after 
August 30, 1999. 

(2) Commenced reconstruction or 
modification after June 6, 2001. 

(b) This subpart does not apply to 
your municipal waste combustion unit 
if you make physical or operational 
changes to an existing municipal waste 
combustion unit primarily to comply 
with the emission guidelines in subpart 
BBBB of this part. Such changes do not 
qualify as reconstruction or modifica-
tion under this subpart. 

§ 60.1020 Does this subpart allow any 
exemptions? 

(a) Small municipal waste combustion 
units that combust less than 11 tons per 
day. You are exempt from this subpart 
if you meet four requirements: 

(1) Your municipal waste combustion 
unit is subject to a federally enforce-
able permit limiting the amount of 
municipal solid waste combusted to 
less than 11 tons per day. 

(2) You notify the Administrator that 
the unit qualifies for the exemption. 

(3) You provide the Administrator 
with a copy of the federally enforceable 
permit. 

(4) You keep daily records of the 
amount of municipal solid waste com-
busted. 

(b) Small power production facilities. 
You are exempt from this subpart if 
you meet four requirements: 
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